
ALPINE PATIO COVER
ASSEMBLY INSTRUCTIONS

Recommended Tools: Level, Pliers, 3/8" Electric Drill, Carpenters Square, Tape Measure, Metal Hack Saw
Silicone Caulking, Screw Drivers (Regular & Phillips)

1.  Please read all instructions carefully.  Check the Bill of Materials for any missing parts, and
gather all necessary tools.  The paint finish can be scratched so place materials on tarp or
cardboard to prevent scratching.

2.  Note that this patio cover kit is not designed to carry additional loads such as hanging plants,
swings, people, trellis's, or other objects.

Before You Begin:
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1. Awning Rail 2. Wall Mounting Channel 3. 3" x 3" Post

6. Roof Panel

12. Scupper 13. Lag Bolt Insert

8. Gutter Splice (Optional)
7. Wall Channel Splice Plate

(Optional) 10. Bottom Post Bracket

4. Front Gutter

14. 1 1/2" Lag Screw

16. #8 x 3/4"
Tek Screw

ALPINE PATIO COVER
PARTS LIST

5. Side Fascia

15. #14 x 3/4"
Tek Screw with Washer

11. Corner Cap

9. Top Post Bracket

Contact Us at:
(800)851-0865 or

www.americana.com



STEP 2.
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-If the gutter is in two sections, insert the gutter splice, caulk, and fasten with #8 x 3/4" Tek Screws as shown (see Fig 2-1).
-Longer models with numerous gutter sections require splicing after attaching post and standing upright.
-Attach post brackets to bottom of gutter beginning 12" from each end with 4 - #14 x 3/4" Tek screws per bracket (see Fig 2-2).
-Post spacing should be no more than 10'-0" between posts.
-NOTE:  We highly recommend the optional Header Beam w/ 24" set-back for awnings with a 14' projection or greater.

-Cut post to proper height, we recommend front height of cover be 1/2" per foot of projection lower than mounting height.
EX: With 8'-0" projection, the front height should be 4" lower than mounting height (see Fig 2-3).

-Attach posts to post brackets with 2 - #14 x 3/4" Tek screws per side (see Fig. 2-4).
-Stand the gutter / post assembly upright.  Upright assembly can be used to temporarily support the front of deck panels
during installation (see Fig. 3-1).



U s e  G u t t e r  t o  S u p p o r t

F r o n t  E n d  o f  R o o f  P a n s


